























Type 760M
Metallized Polypropylene Film Capacitors

RMS Voltage vs. Frequency @ +85°C, in still air*
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* For additional information regarding these performance curves and their interpretation please refer to our Thermal
Managemant application note.
Dimensions are in inches, millimeters in parentheses
CDEreserves the right to amend design data

CDE Cornell Dubilier « 1605 E. Rodney French Blvd. - New Bedford, MA 02744 - Phone: (508)996-8561 « Fax: (508)996-3830



Type 760M
Metallized Polypropylene Film Capacitors

RMS Voltage vs. Frequency @ +85°C, in still air*

| 250 VDC/175 VAC Standard Design |
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| 250 VDC/175 VAC Compact Design |
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* For additional information regarding these performance curves and their interpretation please refer to our Thermal
Managemant application note.

Dimensions are in inches, millimeters in parentheses
CDE reserves the right to amend design data

CDE Cornell Dubilier « 1605 E. Rodney French Blvd. - New Bedford, MA 02744 - Phone: (508)996-8561 « Fax: (508)996-3830



Type 760M

Metallized Polypropylene Film Capacitors

RMS Voltage vs. Frequency @ +85°C, in still air*

| 400 VDC/220 VAC Standard Design |
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* For additional information regarding these performance curves and their interpretation please refer to our Thermal
Managemant application note.

Dimensions are in inches, millimeters in parentheses
CDE reserves therig ht to amend design data

CDE Cornell Dubilier - 1605 E. Rodney French Blvd. - New Bedford, MA 02744 - Phone: (508)996-8561 « Fax: (508)996-3830



Type 760M

Metallized Polypropylene Film Capacitors

RMS Voltage vs. Frequency @ +85°C, in still air®

| 630 VDC/250 VAC Standard Design |
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| 630 VDC/250 VAC Standard Design |
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* For additional information regarding these performance curves and their interpretation please refer to our Thermal
Managemant application note.

Dimensions are in inches, millimeters in parentheses
CDE reserves the right to amend design data

CDE Cornell Dubilier « 1605 E. Rodney French Blvd. - New Bedford, MA 02744 - Phone: (508)996-8561 « Fax: (508)996-3830





